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The S.R. 0001 Group 03S Section RC1 and RC2 project, located in Bensalem and Middletown Townships, Bucks County, PA, extends

from the S.R. 2037 (Old Lincoln Highway) signalized intersection just north of the Philadelphia/Bucks County line to just north of the May 29, 2014
bridge over Business Route 1 and the CSX/SEPTA rail lines, a distance of 2.7 miles. ’

Project Overview

U.S. 1 provides important connections within the region, state and nation
and is a major north-south highway that traverses the entire east coast

S.R. 0001 (U.S. 1) is an Urban Principal Arterial with a portion designated as a Limited Access Freeway and is part of the National
Highway System. The existing U.S. 1 project corridor is three (3) travel lanes each direction from the Old Lincoln Highway intersection

to the PA 132/Street Road interchange, and two (2) travel lanes each direction from the Street Road interchange northward. of the United States from Key West, Florida to the Maine/Canada border.
Within the Delaware Valley region, this transportation corridor plays an

All of the existing bridges along the entire project corridor either are or are nearly structurally deficient based on the most recent important role providing access, mobility and accessibility for residents,

bridge inspection reports. Four (4) of the existing bridges also have substandard vertical clearances. Additionally, U.S. 1 interchange businesses and visitors.

ramp acceleration and deceleration lanes are substandard and existing weave lengths between interchange on-ramps and off-ramps This U.S. 1 Improvement Project focuses on the replacement of aging bridges

are substandard for current traffic volumes. and highway safety enhancements of an nearly five mile segment of U.S. 1

known locally as the Super Highway. Situated in Bucks County, the project
extends from just north of the City of Philadelphia at Old Lincoln Highway

. . e e in Bensalem Township to the PA 413 (Pine Street) overpass in Middletown
SR 000] GI’OUP 03S Se("On RC3 Pr0|3d DGSCI’IPTION Township. The project involves three municipalities; Bensalem Township,

The S.R. 0001 Section RC3 project located in Middletown Township and Langhorne Manor Borough, Bucks County, PA extends from Middletown Township and Langhorne Manor Borough. This suburban

the northern end of the S.R. 0001 (U.S. 1) bridge over the Business Route 1/CSX/SEPTA railroad to approximately 700 feet north of the reg'ional.arteriaI/Iim?tfed access freewaY is a cqrridor F)roviding access to

PA 413/Pine Street bridge over U.S. 1, a distance of 2.5 miles. This project includes the 2.0 mile +/- segment of service (frontage) road residential communities and commercial and industrial developments.
corridor. The U.S. 1 mainline travel lanes are classified as an Urban Principal Arterial/Limited Access Freeway. The service roads are The overall U.S. 1 Improvement Project is sub-divided into three sub-
classified as Urban Major Collectors. U.S. 1 is part of the National Highway System throughout the project corridor. projects to allow the progressive delivery of successive projects. The three

projects that make up the U.S. 1 Improvement Project from south to north

are as follows:
The existing U.S. 1 mainline typical section consists of two travel lanes in each direction, a 4’-wide curbed median with double-face

median guide rail and 16’-wide raised concrete islands adjacent to the outside travel lanes. The total width of the mainline travel lanes Section RC1 will include improvements to:
through this corridor is 26’ from front face of curb at the double-face guide rail median to front face of curb on the raised concrete *US. 1
traffic island. This area is striped as two 12-foot lanes with 1’ effective shoulders on each side. Additionally, separated from the * S.R. 0132 (Street Road)
mainline travel lanes by the 16’-wide raised concrete traffic island, one-lane frontage roads parallel U.S. 1 in both directions to provide * U.S. 1and Street Ro.ad Interchange
access to the local road network. The existing roadway configuration along the U.S. 1 mainline travel lanes, as described above, does : ;J: ;Oaand(:,:};L;:angzz)lnterchange
not provide full width paved shoulders for disabled vehicles and emergency responders.
Section RC2 will include improvements to:
e US.1
¢ S.R. 2044 (Rockhill Drive)
¢ U.S. 1 and Rockhill Drive Interchange
¢ U.S. 1 and Business 1 Interchange

Section RC3 will include improvements to:
eUS.1
¢ North and southbound frontage roads
¢ West Interchange Road

For More Information Visit our Webpage .

. . Project Purpose
Mr. Peter Berthold, PE, Project Manager http://www.improveusl-bucksco.com
PennDOT Engineering District 6-0 The overall purpose of the U.S. 1 Improvement Project is to replace and
7000 Geerdes Blvd., King of Prussia, PA 19406 repair aging bridges while also incorporating highway and interchange
Phone: 610-205-6712| Fax# 610-205-6903 safety enhancements to facilitate safe and efficient inter-modal travel
peberthold@pa.gov along the U.S. 1 corridor to meet both current and future transportation

needs of the area.
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Anticipated Construction Cost Project Location Map
RCI S83M +/-
RC2 ST100M +/-
RC3 $28M +/-

$16M +/-

UST Improvement Project $227M +/-

Project Summary Map
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